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USB7210 USB-SSI Converter Installation Instructions

This document contains the installation and un-installation process for the USB7210
USB-SSI Converter driver for Windows XP and Windows 2000.

Step One — Setup Wizard

Verify the USB7210 is not connected to the PC. To install the driver double-click
USB7210.msi, found on the installation CD. This is a Windows based installer. The
following screen will be displayed. Select Next>.

i USB7210

Welcome to the USB7210 Setup Wizard

The inztaller will guide you through the steps required to install USBEY210 on your computer. Please
dizconnect USE cornverter from PC.

WARMNING: This computer program iz protected by copyright law and international treaties.
IJnauthonized duplication or diztribution of thiz program, or any portion of it, may result in zevere civi
or criminal penalties, and will be prozecuted to the maximum extent possible under the |aw,

Cancel
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Step Two — Select Installation Folder
The following screen will appear. Select Next>. The drivers will be copied into the

Windows default directories. The un-installer is also copied into the default folder
below.

e USB7210

Select Installation Folder

The ingtaller will inztall USE 7210 ta the fallowing folder.

Toinztall in this folder, click "Mext”. Toinzstall to a different folder, enter it below or click "Browse"'.

Folder:
C:MProgram Files\Cyanetron nchUSBF2104 [ Browse... ]
| DiskCost. |
Inztall ISBF210 far paurself, ar for anyone wha uzes this computer:
(*) Everyone
) Just me
Cancel ] ’ < Back ] | et =
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Step Three — Confirm Installation

The following screen will appear. Select Next>.

i@ USB7210 A=l

Confirm Installation

The ingtaller iz ready to inztall JSBY210 on your compter.

Click, "Mext" to start the ingtallation.
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Step Four — USB Installation Status

The following screen will appear. This is the status of the install.

i@ USB7210 A=l

Installing USB7210

SEY210 iz being inztalled.

Pleaze wai. ..

Cancel | < Back et
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Step Five — USB Installation Complete

The following screen will appear. The drivers and un-installer are finished copying.

i@ USB7210 A=l

Installation Complete

SEY210 has been succeszfully installed.

Click. "Cloze" to exit.
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Step Six — Plug in USB7210

Plug in the USB7210 SSI Converter into the USB port of your choice, if you already
plugged the Converter in you may unplug and re-plug the Converter into the USB port.
This will cause the Windows Hardware Wizard installation to start and the following
screen will appear. If the screen does not appear unplug Converter from USB port and
reboot the PC. After the PC has completed reboot, plug in the Converter into the USB
port of your choice.

The following screen will appear. Select Next>.

Found Hew Hardware Wizard

YWelcome to the Found New
Hardware Wizard

Thiz wizard helps you install software for;

SBY210 Canverter Module

3;'\;| If your hardware came with an installation CD

22 or floppy disk. insert it now.

W'hat do you want the wizard to do?

{(#)install the software automatically [Fecommended}

(") Inztall from a list or zpecific location [gdvanced)

Click Mest to continue.

Hest > ][ Caricel
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Step Seven — Hardware Wizard Status

This is a status screen installing the driver.

Found New Hardware Wizard
Please wait while the wizard installs the software. .. .

?@B JSBT210 Converter Module

I =,
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Step Eight — Installing USB7210 Driver

Once the Converter is found the driver is installed and the following screen appears.
Select the Continue Anyway button.

Hardware Installation

' E The softveare wou are installing for thiz hardware:
L
ISB7210 Converter Module

haz not pazzed ‘Windows Logo testing to werfy its compatibility
with Windows 2P, [Tell me why thiz testing is important. )

Continuing your installation of thiz software may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
pazsed Windows Logo testing.

LContinue Anpuway ] E.ETDF'InstallatiDn |

Page 10 of 17



Step Nine — USB Serial Port Found

Once the converter driver is installed the USB Serial port driver will install. Select Next>.

Found Hew Hardware Wizard

Welcome to the Found New
Hardware Wizard

Thiz wizard helpz you install software for;

15E - Seral Part

\:J If your hardware came with an installation CD
&= or Hoppy disk. insert it now.

What do you want the wizard bo do?

{(#install the zoftware automatically [Fecommended}

() Install fram a list or gpecific location [Advanced)

Click Mest ta continue.

Hest > ][ Cancel
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Step Ten — USB Serial Port Driver

The following screen will appear. Select the Continue Anyway button.

Hardware Installation

' E The saftveare you are inztalling far thiz hardware:
[
I1SE - Senal Part

has not pazzed Windows Logao kesting ta werify its compatibility
with windows =P, [Tell me why thiz testing is important. |

Continuing your installation of thiz software may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microzoft strongly
recommends that you stop thiz installation now and
contact the hardware vendor for zoftware that has
pazsed Windows Logo testing.

Continue Sngwan ] [ STOPR Installation
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Step Eleven — Hardware Wizard Complete

After the driver is installed the follow screen appears, indicating the installation is
complete and the USB7210 SSI Converter Module is ready to use.

Found Hew Hardware Wizard

Completing the Found New
Hardware Wizard

The wizard has finizhed installing the zoftware for:

(3 I1SE - Senal Part

Click. Finizh to cloze the wizard.

Finizh
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Step Twelve — Validate Driver

To validate the driver is installed, use the Device Manager, under Multi-port serial
adapters; the USB7210 Converter Module should be displayed. Also, an additional serial
port appears called USB - Serial Port.

£ Device Manager

File Action Wiew Help

W & 2 A

<XHKHIMNIH-IWZFDIE
'y Camputer
g Disk drives
§ Display adapters
ot DVDCD-ROM drives
(=2} Floppy disk. controllers
M Flappy disk drives
(=2 IDE ATAJATAPT controllers
‘s Kevboards
'.'__} Mice and ather pointing devices
L Mademns
§ Manitars
&) Multi-port serial adapters
) USB7Z10 Converter Maodule

+-E& Metwork adapters
- Ports (COM & LPT)

r;"i Conmunicakions Park [COM1)

¥ ECP Prinker Port (LPTL)

¥ 1USE - Serial Port (COM4)
+-), Sound, video and game controllers
+ :} System devices

o O [ O e O O O B

(£
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Step Thirteen — (Optional) Change COM Port

The next available COM port is assigned to the USB7210. If USB - Serial Com port
number chosen is not suitable for your application, it may be changed to an alternate port
by hovering the mouse over the USB — Serial Port, Right-clicking, and choosing
Properties.

LISB - Serial Port (COM4) Properties

General |F'-:urtSetting$ Diriver

(3 USE - Serial Part [COM4]

Device ype: Partz [COM & LPT]
bl anufacturer: Cygnetron [nc
Location: on JSB7210 Corvverter Module

Device statuz

Thiz device iz working properly.

[f wour are having problems with this device, click Troubleshoot ta
ztart the traublezhooter.

Troubleshont. . |

Device uzage:

IJze thiz device [enable)] v |

Ok ][ Cancel ]
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Select the Port Settings Tab then click on the Advanced button.

LUSB - Serial Port (COM4) Properties

Generall Foart Settings | Drriver |

Bitz per gecond:
Data bits:

Parity: |N|:une v|

Stop bitz: |1 v|

Elaw cantral: |Hardware V|

[ Advanced... l [ RBestore Defaultz ]
] l [ Cancel
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Choose the desired new port number (make sure it is not being used) and click OK.

Advanced Settings for COM4

[#]ilze FIFO buffers [requires 16550 compatible LART §

Select lower zettings bo comect connection problems.

Cancel
Select higher zettings for Fazter performance.
Defaultz
Beceive Buffer: Low (1] C J High[14) [14]
Transmit Buffer: Low (1] ' J High [16] 18]

COM Port Mumber, | COM4 A
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